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(E) Have a permeability less than or
equal to the permeability of any bot-
tom liner system or natural subsoils
present.

(b) If some waste residues or con-
taminated materials are left in place
at final closure, the owner or operator
must comply with all post-closure re-
quirements contained in §§ 264.117
through 264.120, including maintenance
and monitoring throughout the post-
closure care period (specified in the
permit under § 264.117). The owner or
operator must:

(1) Maintain the integrity and effec-
tiveness of the final cover, including
making repairs to the cap as necessary
to correct the effects of settling, sub-
sidence, erosion, or other events;

(2) Maintain and monitor the leak de-
tection system in accordance with
§§ 264.221(c)(2)(iv) and (3) and 264.226(d),
and comply with all other applicable
leak detection system requirements of
this part;

(3) Maintain and monitor the ground-
water monitoring system and comply
with all other applicable requirements
of subpart F of this part; and

(4) Prevent run-on and run-off from
eroding or otherwise damaging the
final cover.

(c)(1) If an owner or operator plans to
close a surface impoundment in accord-
ance with paragraph (a)(1) of this sec-
tion, and the impoundment does not
comply with the liner requirements of
§ 264.221(a) and is not exempt from
them in accordance with § 264.221(b),
then:

(i) The closure plan for the impound-
ment under § 264.112 must include both
a plan for complying with paragraph
(a)(1) of this section and a contingent
plan for complying with paragraph
(a)(2) of this section in case not all con-
taminated subsoils can be practicably
removed at closure; and

(ii) The owner or operator must pre-
pare a contingent post-closure plan
under § 264.118 for complying with para-
graph (b) of this section in case not all
contaminated subsoils can be prac-
ticably removed at closure.

(2) The cost estimates calculated
under §§ 264.142 and 264.144 for closure
and post-closure care of an impound-
ment subject to this paragraph must
include the cost of complying with the

contingent closure plan and the contin-
gent post-closure plan, but are not re-
quired to include the cost of expected
closure under paragraph (a)(1) of this
section.

[47 FR 32357, July 26, 1982, as amended at 50
FR 28748, July 15, 1985; 57 FR 3488, Jan. 29,
1992]

§ 264.229 Special requirements for ig-
nitable or reactive waste.

Ignitable or reactive waste must not
be placed in a surface impoundment,
unless the waste and impoundment sat-
isfy all applicable requirements of 40
CFR part 268, and:

(a) The waste is treated, rendered, or
mixed before or immediately after
placement in the impoundment so that:

(1) The resulting waste, mixture, or
dissolution of material no longer meets
the definition of ignitable or reactive
waste under § 261.21 or § 261.23 of this
chapter; and

(2) Section 264.17(b) is complied with;
or

(b) The waste is managed in such a
way that it is protected from any ma-
terial or conditions which may cause it
to ignite or react; or

(c) The surface impoundment is used
solely for emergencies.

[47 FR 32357, July 26, 1982, as amended at 55
FR 22685, June 1, 1990]

§ 264.230 Special requirements for in-
compatible wastes.

Incompatible wastes, or incompatible
wastes and materials, (see appendix V
of this part for examples) must not be
placed in the same surface impound-
ment, unless § 264.17(b) is complied
with.

§ 264.231 Special requirements for haz-
ardous wastes FO20, FO21, FO22,
FO23, FO26, and FO27.

(a) Hazardous Wastes FO20, FO21,
FO22, FO23, FO26, and FO27 must not
be placed in a surface impoundment
unless the owner or operator operates
the surface impoundment in accord-
ance with a management plan for these
wastes that is approved by the Re-
gional Administrator pursuant to the
standards set out in this paragraph,
and in accord with all other applicable
requirements of this part. The factors
to be considered are:
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